
Table 3.17a Petroleum Refinery Inputs and Utilization of Capacity in Utah, 1960-2006

Year Capacity Utilization Rate

Barrels per day Thousand barrels 
per year

Barrels per day

1960 97,000 31,126 85,044 87.7
1961 101,000 30,123 82,303 81.5
1962 101,000 30,655 83,757 82.9
1963 102,500 30,104 82,251 80.2
1964 102,500 32,930 89,973 87.8
1965 103,000 33,176 90,645 88.0
1966 103,200 34,792 95,060 92.1
1967 109,000 36,081 98,582 90.4
1968 111,600 36,750 100,410 90.0
1969 112,600 39,253 107,249 95.2
1970 114,900 40,113 109,598 95.4
1971 117,700 42,021 114,811 97.5
1972 119,300 41,229 112,648 94.4
1973 121,300 42,330 115,656 95.3
1974 133,150 43,008 117,508 88.3
1975 143,000 42,797 116,932 81.8
1976 152,000 44,907 122,697 80.7
1977 158,425 47,857 130,757 82.5
1978 158,335 49,522 135,306 85.5
1979 162,425 48,180 131,639 81.0
1980 167,000 44,421 121,369 72.7
1981 167,000 43,007 117,505 70.4
1982 166,500 40,368 110,295 66.2
1983 168,000 43,844 119,792 71.3
1984 169,400 43,544 118,973 70.2
1985 161,500 45,357 123,926 76.7
1986 154,500 45,034 123,044 79.6
1987 153,500 45,668 124,776 81.3
1988 154,500 48,604 132,798 86.0
1989 154,500 47,948 131,005 84.8
1990 154,500 48,977 133,817 86.6
1991 154,500 48,852 133,475 86.4
1992 154,500 49,776 136,000 88.0
1993 154,500 48,307 131,986 85.4
1994 154,500 48,486 132,475 85.7
1995 150,500 46,634 127,415 84.7
1996 146,500 46,265 126,407 86.3
1997 158,500 48,477 132,451 83.6
1998 158,000 49,476 135,180 85.6
1999 158,000 50,556 138,131 87.4
2000 162,000 49,999 136,609 84.3
2001 163,000 50,143 137,003 84.1
2002 162,700 49,987 136,577 83.9
2003 162,700 48,284 131,923 81.1
2004 161,950 53,180 145,301 89.7
2005 167,350 54,544 149,027 89.1
2006 167,350 55,192 150,798 90.1

Source: EIA, Form EIA-810, Monthly Refinery Report
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